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CONSTRUCTION DETAILS 5

PROPOSED CABLE FOR

STEEL PDLE WITH 50 FT. MAST ARM. \ ®SDUTHBDUND MD 197 SPEED.-

A. INSTALL CONCRETE FOUNDATION AND 27 FT.

!
20 FT. LIGHTING ARM WITH 250 WATT LUMINAIRE, LED TRAFFIC STGNAL HEADS. | ‘ A i A
SIGNS, AND “TERRA” VIDEQ DETECTION CAMERA (MAST ARM MOUNT} (INSTALL 1-3 IN. w/‘/® / _LIMLT -&I6N-BEACON IN
SCHEDULE &0, 90 DEGREE PYC ELECTRICAL CONDUIT BEND IN POLE BASE). 1 ; EXISTING CONDUITS — -
B. INSTALL CONCRETE FOUNDATION AND 27 FT. STEEL PDLE WITH 50 FT. MAST ARM. / -~ PR L B i - T T
20 FT. LIGHTING ARM WITH 250 WATT LUMINAIRE, LED TRAFFIC SIGNAL HEADS, LED e el m e T T T PROPOSED UG 1/C TO
COUNTDOWN PEDESTRIAN SIGNAL HEAD. SIGNS, “TERRA” VIDEQ DETECTIDN CAMERA PR 6Y S NN - MONTPEL IER ROAD IN
(MAST ARM MOUNT). ACCESSIBLE PEDESTRIAN PUSHBUTTON. AND R10-3(1) SIGN (TO 1 ; e e T e -
READ “PUSH BUTTON TO CROSS LAUREL-BOWIE RQOAD ¢ INSTALL 1-3 IN. SCHEDULE 80. px ¥ - o T - EXISTING CONDUITS
90 DEGREE PVC ELECTRICAL CONDUIT BEND IN POLE BASE). fﬁ«‘ — T Tl T e
C. INSTALL CONCRETE FOUNDATION AND 27 FT. STEEL PDLE WITH 70 FT. MAST ARM. § e _%f ) e T T T SEED%"EE%AL
%?GE; LIGHTING ARM WITH 250 WATT LUMINAIRE, LED TRAFFIC SIGNAL HEADS., ' N
» AND “TERRA" VIDED DETECTION CAMERA (MAST ARM MOUNT) (INSTALL 1-3 L\. __________
IN. SCHEDULE BO. 90 DEGREE PVC ELECTRICAL CONDUIT BEND IN POLE BASE). 120 IRIGHT OF waw T -—- - TO GREENBELT
0
D. INSTALL CONCRETE FOUNDATION AND 27 FT. STEEL POLE WITH 50 FT. MAST ARM, »

“TERRA" VIDEO DETECTIDN CAMERA (MAST no'

ELECTRICAL CDNDUIT

LED TRAFFIC SIGNAL HEADS. SIGNS. AND
ARM MOUNT) (INSTALL 1-3 IN. SCHEDULE .80. 90 DEGREE PVC
BEND 1IN FOLE BASE).

E. [INSTALL CONCRETE FOUNDATION AND 10 FT.

TOD No: XX354-09 SPECIAL NDTES

SHA No: PG901A54/K54 1. THE CONTRACTOR SHALL USE CAUTION WHEN INSTALLING THE PROPQSED PEDESTAL POLE

STEEL PEDESTAL POLE WITH BREAKAWAY BASE. LED COUNTDOWN Sl MD 197 @ Contee Rd/Old Stage Coach Rd FOUNDATION BUE TD ITS PROXIMITY TO THE EXISTING SPAN WIRE POLE.

PEDESTRIAN SIGNAL HEAD. ACCESSIBLE PEDESTRIAN PUSHBUTTDN. AND Ri0O-3(1} SIGN (TQ READ "PUSH BUTTON
! 7 E 2.  EXISTING INTERCONNECT CABLE BETWEEN CONTEE ROAD/OLD STAGE COACH ROAD AND
gESE??SS CONTEE RGAD") (INSTALL 1-3 IN. SCHEDULE 80. 90 DEGREE PVC ELECTRICAL CONDUIT BEND IN POLE U B MONTPEL 1ER RDAD TO BE REMOVED AND REPLACED WITH 12-PAIR COMMUNICATION CABLE
GENERAL NOTES [(SEE INTERCONNECT PLAN SHEET 5G-03).
F. INSTALL CONCRETE FOUNDATION AND 10 FT. STEEL PEDESTAL POLE WITH BREAKAWAY BASE. LED COUNTDOWN 26 L =
PEDESTRIAN SIGNAL HEAD. ACCESSIBLE PEDESTRIAN PUSHBUTTON. AND R10-3(1) SIGN (TO READ "PUSH BUTTON \ 1. ALL SIGNAL FOUNDATIONS SHALL BE INSTALLED AT THE FINAL SIDEWALK OR CURB GRADE TO MEET CLEARANCES AS SPECIFIED IN MD
TG CROSS LAUREL-BOWIE RDAD”1 (INSTALL 1-3 IN. SCHEDULE 80. 90 DEGREE PVC ELECTRICAL CONDUIT BEND , 816.01. MD B1B.02. AND MD 818.04. THE CONTRACTOR SHALL VERIFY ULTIMATE GRADES PRIOR TO THE INSTALLATION OF ALL SEOMEInG LEoEnD
[N POLE BASE ). ~ SIGNAL EQUIPMENT.
e S L T RNl 7o N S Y / A A I S A o A o S T of Y BT e EXISTING
G. INSTALL CONCRETE FDUNDATION AND NEMA SIZE “6” BASE MOUNTED CONTROLLER AND CABINET WITH 2-WIRE 3. ~ \ e ; =/ iy 2. ALL UNDERGROUND AND OVERHEAD UTILITIES SHOWN ON THESE PLANS ARE SCHEMATIC ONLY AND MAY NDT BE COMPLETE. THE PROPOSED
CENTRAL CONTROL UNIT» VIDED DETECTION INTERFACE EGUIPMENT. AND ALL ASSOCIATED EQUIPMENT ( INSTALL PR A P CONTRACTOR SHALL BE RESPONSIBLE FOR NOTIFYING MISS UTILITY PRIOR TO THE GONSTRUCTION SO THAT ACL UTILITIES MAY BE 0 10 20 40
2-2 IN. AND 3-4 [N. SCHEDULE 80, 90 DEGREE PVC ELECTRICAL CONDUIT BENDS IN CABINET BASE ). ~3. saab o AL BCY /i UOCATED IN THE FIELD. _IF THE CONTRACTOR PERCEIVES THAT A GCONFLICT BETWEEN UTILITIES AND THE TRAFFIC SIGNAL WILL UTILITY LEGEND
N V15 qmn f Lo GCCUR. THE CONTRACTOR SHALL NOTIFY THE PROJECT ENGINEER IMMEDIATELY SO THAT THE CONFLICT MAY BE RESOLVED.
H. INSTALL 200 AMP METERED SERVICE PEDESTAL (1-4 IN. AND 2-2 IN. SCHEDULE 80. 90 DEGREE PVC 2Z A= R S | £, Iy —========= $TQRM DRAIN
ELECTRICAL CONDUIT BENDS IN POLE BASE). NG T DS :IF FF===of . 3,  VIDEO CAMERA LOCATION / ALIGNING SHALL BE COORDINATED WITH THE SHA ENGINEER. ' SCALE: I = 20’ — —G———— GAS MAIN
J. REMOVE EXISTING SIGNAL STRAIN POLE. SPAN WIRE. AND ALL ASSOCIATED EQUIPMENT. REMOVE FOUNDATION cq 151 A7) N 4. THE CONTRACTOR SHALL VERIFY ALL PROPOSED POLE AND CABINET LOCATIONS PRIOR TO INSTALLATION. < ——W———— WATER MAIN
12 IN. BELOW GRADE AND BACKFI[LL. i (J ! - rE ey — —saN— — — — SEWER MAIN
! (fD / f'i ! 5. THE CONTRACTOR SHALL BE RESPONSIBLE FOR TERMINATING ALL SIGNAL CABLE TO THE APPROPRIATE TERMINALS AND SHALL PROPERLY — —E— — — — ELECTRIC CABLES
K- REMOVE EXISTING SIGNAL CONTRDLLER CABINET. REMOVE FOUNDATION 12 IN. BELOW GRADE AND BACKFILL. ‘/ / - ! '/f, LABEL EACH CABLE. ALL UNUSED SIGNAL CABLE SHALL BE PROFERLY REMOVED AND COI1SPOSED. —— A ———1— AERIAL CABLES
SHA SIGNAL SHOP SHALL BE NDTIFIED TO REMDVE THE CONTROLLER AND ALL AUXILIARY EQUIPMENT FROM THE £ @ / ;o Y T— — — — YELEPHONE CABLES
CABINET. - /T i/ / / 6. ALL LUMINAIRES SHALL [NCLUDE A PHOTOCELL. T i — " FIBER-OPTIC
L. CUT EXISTING GONDUIT. PULL EXiSTING MICROLOOP AND INTERCONNECT WIRE BACK FROM THE EXISTING SCALE S T i 7. ALL PAVEMENT MARKINGS SHALL BE INSTALLED IN ACCORDANCE WITH MSHA STANDARDS.
CABINET, INSTALL NEW HANGHOLE. AND REROUTE WIRES THROUGH NEW CONDUIT/HANDHOLE(S) TO NEW CABINET. > : <EE <FEcTALl ! STATE OF MARYLAND
1" =10 E_SPECTAL| ™./ // B. PUSHBUTTONS ARE TO BE LOCATED SO THAT THEY CAN BE ACTIVATED BY A PERSON IN A WHEELCHAIR REACHING LESS THAN 18 INCHES
M. RELOCATE EXISTING GROUND MOUNTED SIGNS AS SHOWN ON PLAN., NOTE #1 _— FROM A G0-[NCH BY 60—INCH LEVEL LANDING AREA WITH A CROUSS SLOPE OF LESS THAN OR EQUAL TO 2 PERCENT. DEPARTMENT OF TRANSPORTATION
N- INSTALL 4 IN. SCHEDUI.E BO PVYC ELECTRICAL CONDUIT (TREWCHED) FOR PROPOSED UMDERGROUND ELECTRICAL / 9. THE 10-F00T SEPARATION BETWEEN PUSHBUTTONS [S 7O BE MEASURED FROM THE FACE OF THE PUSHBUTTON TO THE FACE OF STATE HIGHWAY ADM'NISTRAT|ON
SERVICE. CAP AND MARK CONDUIT 2 FT. ABOVE GRADE AT UTILEITY POLE BGE 34074 FOR USE BY OTHERS. ; PUSHBUTTON., NGT FROM CENTER OF POLE TO CENTER OF POLE. OFFICE OF TRAFFIC & SAFETY
P. INSTALL 2 IN. SCHEDULE 80 PVC ELECTRICAL CONDUIT (TRENCHED) FOR PROPOSED UNDERGROUND TELEPHONE , 10. PUSHBUTTON ARROWS ARE TO BE PARALLEL TO THE CROSSING FOR WHICH THEY ARE INTENDED. . TRAFFIC ENGINEERING DESIGN DIVISION
SERVIGE. CAP AND MARK CONDUIT 2 FT. ABOVE GRADE AT UTILITY POLE BGE 34074 FOR USE BY OTHERS. ;
j 11. LOCATION OF ACCESSIBLE PEDESTRIAN SIGNAL PUSHBUTTONS MUST MEET LOCATION REQUIREMENTS OF MUTCD SECTION 4E-09 AND M (| A — W ) ND
0.  INSTALL FIGURE 4E.2 AND THE NCHRP PUBLICATION “ACCESSIBLE PEDESTRIAN SIGNALS: GUIDE TO BEST PRACTICE.” IF NOT MET. THE D 197 UREL-BOWIE ROAD) A

SIDEWALK RAMP AND DETECTABLE WARNING SURFACE (SEE DETAILS ON SHEET 2 DOF 2). /
USE EXISTING CONDUIT,
CAP AND ABANDON EXISTING CONDUIT.

CONTRACTOR IS TO STOP WORK ON PUSHBUTTON LOCATIONS UNTIL A
OFFICE DOF TRAFFIC AND SAFETY.

DESIGN WAIVER [S OBTAINED. APPROVED BY THE DIRECTOR,

CONTEE ROAD /OLD STAGE COACH ROAD
LAUREL, MARYLAND

____TRAFFIC SIGNALIZATION PLAN

ABANDON EXISTING LOOP DETECTOR. REMOVE ALL ASSOCIATED EXISTING LOOP WIRE.
REMDVE EXISTING GROUND MOUNTED SIGN.

REMOVE EXISTING PAVEMENT MARKINGS.

INSTALL NON-INVASIVE MICROLOOP PRCOBE SET WITH 1000 FT.

USE EXISTING HANDHOLE.
REMOVE EXISTING HANDHOLE.

o T . DD.
EE.

McCormick

LEAD-IN CABLE.

SCALE 1 DATE 5-20-85 CONTRACT NO. _ P 840-509-385

Enai o) FF. INSTALL 4 IN. SCHEDULE BO PVC ELECTRICAL CONDUIT (TRENCHED). I

INSTALL 5 IN. HEAT APPLIED WHITE PERMANENT PAVEMENT MARKING LINE. TEAM LEADER
ngineers sé an?g;g I a lor GG. INSTALL 4 IN. SCHEDULE 80 PVC ELECTRICAL CONDUIT (SLOTTED!. N | | | | DESIGNED BY COUNTY PRINCE GEORGE'S

ince INSTALL HEAT APPLIED WHITE PERMANENT PAVEMENT MARKING ARROW/LETTERS. 3 ;
HH. INSTALL 4 IN. SCHEDULE 80 PVC ELECTRICAL CONDUIT (BORED). 2 RECONSTRUCTION OF 082010
INSTALL 12 IN. HEAT APPLIED WHITE PERMANENT PREFORMED THERMOPLASTIC PAVEMENT ASST DV CHEF % S N Xx3sasiosr | DRAWN BY J SPENCE LOGMILE 16019713.07
509 South Exeter Street MARKING LINE FOR CROSSWALK (SEE DETAIL THIS SHEET). JJ. INSTALL 3 IN. SCHEDULE 80 PVC ELECTRICAL CONDUIT (TRENCHED). DV, OQ@ AL o2 ) 1154
4th Floor . INSTALL 24 IN. HEAT APPLIED WHITE PERWANENT PREFORMED THERMOPLASTIC PAVEMENT KK. INSTALL 3 IN. SCHEDULE 80 PVC ELECTRICAL CONDUIT (SLOTTED]. ' . , CHECKED BY T1MS. NO.
L :
. LL. INSTALL 3 IN. SCHEDULE 80 PVC ELECTRICAL CONDUIT {(BORED). DIVISION CHIEF DETECTION REPLACEMENT  ttoeosf FAP.NO. T.0.D. NO.

Baltimore, Maryland 21202 . INSTALL GROUND MOUNTED SIGN ON 2-4 IN. X 6 IN. WOOD SUPPORTS. RESURFACING ' ‘ ,
(410) 662-7400 NSTALL HANDHOLE MM. INSTALL 2 IN. SCHEDULE B0 PVC ELECTRICAL CONDUIT (TRENCHED). T o | o] o - e

' ' NN. INSTALL FLEXIBLE LIGUID TIGHT DETECTOR SLEEVE. ‘ T.5.NO. 2538 SG-01 OF S$G-03 SHEET NO. 1 OF 3
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